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Figure 2

SOIL PROBE LOCATION MAP

MENDOTA MGP -

BLACK BROTHERS COMPANY SITE

LEGEND

PROPERTY LINE

FORMER MGP

SOIL PROBE (SP) WITH NO VISUAL MGP IMPACTS

Nicor Gas

ANALYTICAL SOURCE MATERIAL

 SP68B
SAMPLE (8.4'-8.8')

 SP120
STAINED (6.0'-10.6')

SAMPLE (6.0'-7.0')

 SP119
STAINED  (6.0'-8.5')

COATED WITH TAR  (8.5')

SAMPLE  (6.3'-7.0')

SAMPLE  (8.0'-8.5')

 SP66B
STAINED (5.2'-9.0')

SAMPLE (8.0'-8.3')

SOIL PROBE WITH SOIL SAMPLE

EXCEEDING TIER 1 RES AND/OR CW ROs

PROPOSED SOIL PROBE LOCATION

ADDITIONAL SOIL PROBE LOCATION

(IF NEEDED)

0

SCALE IN FEET

20'10' 40'

 SP66
STAINED (5.2'-9.0')

SAMPLE (8.0'-8.3')

 SP64
TAR COATED (6.8'-8.5')

SAMPLE (8.0'-8.5')

 SP118B
STAINED (7.2')

SAMPLE (7.2'-8.0')

 SP121
STAINED (6.2'-7.0')

SAMPLE (6.2'-7.0')

 SP122
STAINED (7.7')

SAMPLE (7.7'-8.5')

G GAS MAIN

W WATER MAIN

OH OVERHEAD LINE

SANITARY SEWER

STORM SEWER

 SP67
STAINED  (5.8'-10.2')

SAMPLE  (6.0'-7.0')

SAMPLE  (10.9'-11.4')

SOIL PROBE WITH SOIL SAMPLE

PASSING TIER 1 RES AND/OR CW ROs




